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ASSISTANCE BY HIGHWAY PATROL AND LOCAL LAW ENFORCEMENT 
 

 
 
Subsection 610.4.5.2, Temporary Road Closures, Requirements, of the Standard 
Specifications: Replace Paragraph 2 with the following: 
 
2 Use the assistance of the South Carolina Highway Patrol or local law enforcement when it is 

necessary to stop traffic.  Coordinate the traffic control with the RCE and either the Highway 
Patrol or local law enforcement agency.   

 
Subsection 610.4.7.2, Pacing Operation, Requirements, of the Standard Specifications: 
Replace Paragraphs 2 and 3 with the following: 
 
2 Use the assistance of the South Carolina Highway Patrol or local law enforcement when it is 

necessary to implement a pacing operation.  Coordinate the traffic control with the RCE and 
either the Highway Patrol or local law enforcement agency.   

 
3 Assistance from the South Carolina Highway Patrol or local law enforcement is required when 

a pacing operation is implemented. Have Highway Patrol troopers or local law enforcement 
officers intercept traffic in advance of the project site at a distance sufficient to provide a work 
period of 20 minutes or less. Close all on-ramps within the affected area in advance of the 
project site until the queue of controlled traffic has passed. Station Highway Patrol troopers or 
local law enforcement officers at the point of closure of each on-ramp. 

 
Subsection 611.4.5.2, Installation and Removal of Overhead Signs and Structures, Requirements, 
of the Standard Specifications: Replace Paragraph 4 with the following: 
 
4 Use assistance from the South Carolina Highway Patrol or local law enforcement when it is 

necessary to stop or pace traffic. Coordinate the traffic control procedure with the RCE and 
either the Highway Patrol or local law enforcement agency as necessary. 

 


