Typical No. 01
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Rural (undivided) typical section which will support overlays and milling by matching the existing pavement plus add 2:1 shoulders. 


This typcial runs in shapeless mode. 


This typical section and all associated criteria will work for both english and metric jobs.0





In order to process this typical, you must specify a PGL (baseline, profile and tie) for alignment proceessing. 











            The design file elements that the criteria will be searching for are


            as follows:





Existing edge of travel lane   lv=3 


Existing ground                       lv = 60





IF ANY OF THE ABOVE ELEMENTS DO NOT APPLY TO YOUR JOB


YOU MAY LEAVE THE DEFAULT SYMBOLOGY INTACT, BUT YOU


MUST SPECIFY A VALID DESIGN FILE NAME OR ELSE AN ERROR 


MESSAGE WILL OCCUR. THE CRITERIA FILES WILL NOT PROCESS AN 


ELEMENT IF IT DOESN'T EXIST.





The variables that the criteria files will be using are as follows:





Milling Thickness     





This is the total milling thickness measured from the existing pavement or ground. This can be set to a value of 0 if no milling is desired.





Overlay Thickness  





Desired overlay thickness measured from bottom of milling.





IF ANY OF THE ABOVE VARIABLES DO NOT APPLY TO YOUR JOB, 


JUST LEAVE  THE DEFAULT VALUE INTACT. THE SOFTWARE WILL


IGNORE THE VARIABLE IF IT'S NOT NEEDED. FOR EXAMPLE, THE


OVERLAY THICKNESS VARIABLE WILL BE IGNORED IF NO 


PROPOSED WIDENING ELEMENT IS FOUND.





