


Bridge Element Group Textual Data 

 

Bridge ID:  072002100200 

 

   
 

Abutments and/or Headwalls: 

 
 

Bents and/or Piers: 

 
Bearings: 

 
 

Girders/Floor Beams/Stringers and/or Beams: 

 
 

Truss Members: 

 
 

Expansion Joints: 

 

[4] POOR – Pourable joint sealant exhibits significant adhesion loss and missing 

sections of joint sealant at all bents. Refer to Photo 11. 

[5] FAIR – The top and bottom cords of both trusses exhibit isolated areas of 

minor surface corrosion. There were repairs made to the stringers noted in the 

2014 report.  Refer to Photos 10 and 19. 

[4] POOR – The beams of the approach spans exhibit heavy corrosion, knife 

edging, section loss, resulting in reduced section near the ends of the beams 

throughout. Refer to Photos 6, 7, and 8. 
 

The stringers and floorbeams of the main span appear to have been repaired and 

painted since the 2014 inspection. Refer to Photos 9 and 10. 

[4] POOR – Bearings are generally highly corroded and indistinguishable from 

the bottom flange. The connecting hardware of a few bearings exhibits section 

loss to 100%. Refer to Photo 4. 

 

The bearings exhibit heavy corrosion, section loss, and efflorescence. Refer to 

Photo 5. 

 [4] POOR – Many piles exhibit delaminations and spalls some with exposed 

steel, and cracks with corrosion bleed out throughout the structure. Refer to 

Photo 2.  

 

Numerous pier caps exhibit delaminations, and spalls with exposed steel, and 

cracks with corrosion bleed out throughout the structure. Refer to Photo 3.  

  OCT - 2016 14 

[4] POOR – The northwest corner of Abutment 1, adjacent to the wingwall, 

exhibits an 8 ft. x 8 ft. x 5 ft. undermined and washed out area extending under 

the westbound lane of US-21.  Refer to Photo 1. 



 

Decks and/or Slabs: 

 
 

 

Curbs: 

 
 

Bridge Railing/Parapets and/or Median Barriers: 

 
Paint System(s): 

 
 

Waterway and Scour: 

 
 

Fender System: 

 
 

Roadway Alignment: 

 
Traffic Signs: 

 
 

Encroachments: 

 
 

There is a 6 in. diameter abandoned waterline located on the left fascia, and an 

active 10 in. diameter waterline located on the right fascia.  

Traffic signs and load posting signs were damaged during Hurricane Matthew. 

See Photos 17 & 18. 

[7] GOOD 

[4] POOR – There are missing wales throughout, heavy corrosion on connecting 

hardware, overall loose connections, resulting in the west and east fenders being 

extremely unstable. Several wales were lost during Hurricane Matthew. Refer to 

Photo 16. 

[7] GOOD 

 [4] POOR – The beams of the approach spans exhibit heavy corrosion 

throughout. Refer to Photo 15. 

[6] SAT – Most bridge railings and rail posts exhibit spalls with exposed steel 

primarily at the base. The bridge railing exhibits isolated areas of impact damage 

and spalls with exposed steel. Refer to Photo 14.  

[7] GOOD  

[5] FAIR – Spans 9 and 31 exhibit failed patches and spalls some with exposed 

steel to 1 ft. dia. x 2 in. deep in Eastbound Lane. Refer to Photo 12.  
 

The deck underside exhibits delaminations and spalls some with exposed rebar 

throughout the approach spans. Refer to Photo 13. 



Miscellaneous Notes: 

 

The right approach guardrail, west side, approaching Abutment 1 is improperly 

attached to the first post and the second post is not attached to the rail.  

 

There is an open section of safety walk with no railing located at L5 of the South 

Truss presenting a safety concern. Refer to Photo 20. 

 

The navigation signage on the North side of the bridge was damaged during 

Hurricane Matthew. Refer to Photo 21. 

 

The navigation lighting was damaged during Hurricane Matthew and not 

functioning at the time of inspection. Refer to Photo 22. 
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Abutments and/or Headwalls- Photo 1 

 

The northwest corner of Abutment 1, adjacent to the wingwall, exhibits an 8 ft. x 8 ft. x 5 

ft. undermined and washed out area.  
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Bents and/or Piers- Photo 2 

 

Many piles exhibit delaminations and spalls some with exposed steel, and cracks with 

corrosion bleed out throughout the structure (Pile 22-2, 2.5 ft. x 12 in. x 4 in. spall, 

delamination with exposed steel shown). 
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Bents and/or Piers- Photo 3 

 

Numerous pier caps exhibit delaminations, and spalls with exposed steel, and cracks with 

corrosion bleed out throughout the structure (Bent 66 between Piles 1 and 2, 6 ft. x 2 ft. x 

4 in. spall with exposed steel shown). 
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Bearings- Photo 4 

 

 

Bearings are generally highly corroded and indistinguishable from the bottom flange. The 

connecting hardware of a few bearings exhibits section loss to 100% (Bearing 64-1 at Bent 63 

shown). 
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Bearings- Photo 5 

 

The bearings exhibit heavy corrosion, section loss, and efflorescence (Bearing 42-1 at 

Bent 42 shown). 

 

 

 

  



SOUTH CAROLINA DEPARTMENT OF TRANSPORTATION 

BRIDGE MANAGEMENT SYSTEM 
Bridge Inspection Addendum 

 
BRIDGE ID: 072002100200  PAGE: A6 OF A22 

DISTRICT: 06 Charleston   
INSPECTION 

DATE: 
10/14/2016 

Initial Findings 

 

This report contains information relating to the physical security of a structure and depictions of the structure.  This information is confidential and 

exempt from public inspection pursuant to sections 119.071(3)(a) and 119.071(3)(b), Florida Statutes. Only the cover page of this report may be 

inspected and copied. 

 

  
 

Girders/Floor Beams/Stringers and/or Beams- Photo 6 

 

Typical of heavy corrosion in the bottom flange and web of the approach span beams 

(Span 10 shown). 
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Girders/Floor Beams/Stringers and/or Beams- Photo 7 

 

Typical of heavy corrosion in the web and both flanges of the approach span beams 

(Beam 24-2 shown). 
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Girders/Floor Beams/Stringers and/or Beams- Photo 8 

 

The beams of the approach spans exhibit heavy corrosion, knife edging, section loss, 

resulting in reduced section near the ends of the beams throughout (Beam 26-2 at Bent 

25 shown). 
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Girders/Floor Beams/Stringers and/or Beams- Photo 9 

 

The stringers and floorbeams of the main span appear to have been repaired and painted 

since the 2014 inspection. (Span 47 East, looking West). 
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Girders/Floor Beams/Stringers and/or Beams- Photo 10 

 

The stringer of the main span previously reported to exhibit heavy corrosion and section 

loss resulting in reduced section near the beam ends has been repaired. (Bottom flange 

of Stringer 46-9 at Floor Beam 46-2 shown). 
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Expansion Joints- Photo 11 

 

Pourable joint sealant exhibits significant adhesion loss and missing sections of joint sealant 
at all bents (Bent 30 shown).  
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Decks and/or Slabs- Photo 12 

 

Spans 9 and 31 exhibit failed patches and spalls some with exposed steel to 1 ft. dia. x 2 in. 

deep in Eastbound Lane (Span 31 shown). 
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Decks and/or Slabs- Photo 13 

 

The deck underside exhibits delaminations and spalls some with exposed rebar throughout 

the approach spans (Bay 21-3, 4 ft. long x 3 ft. wide x 2 in. deep with exposed steel near mid-

span shown). 
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Bridge Railing/Parapets and/or Median Barriers- Photo 14 

 

 

Most bridge railings and rail posts exhibit spalls with exposed steel primarily at the base. The 

bridge railing exhibits isolated areas of impact damage and spalls with exposed steel. (Rail 31 

right shown, 2 ft. east of Bent 31 shown). 
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Paint Systems- Photo 15 

 

Typical condition of the paint system of the approach spans steel beams (Span 21 shown). 
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Fender System- Photo 16 

 

There are missing wales throughout, heavy corrosion on connecting hardware, overall loose 

connections, resulting in the west and east fenders being extremely unstable (west fender 

shown). Several wales were lost during Hurricane Matthew and the navigation lights were 

damaged. 
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Traffic Signs - Photo 17 

 

Load posting signs were damaged during Hurricane Matthew. (East approach shown) 
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Traffic Signs - Photo 18 

 

Traffic signs were damaged during Hurricane Matthew. (West approach shown) 
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Truss Members - Photo 19 

 

The top and bottom cords of both trusses exhibit isolated areas of minor surface corrosion. 

(North Truss, U6 shown).   
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Miscellaneous (Safety Walk) - Photo 20 

 

There is an open section of safety walk with no railing located at L5 of the South Truss 

presenting a safety concern. 
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Miscellaneous (Navigation Signage) - Photo 21 

 

The navigation signage on the North side of the bridge was damaged during Hurricane 

Matthew. 
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Miscellaneous (Navigation Signage) - Photo 22 

 

The navigation lighting was damaged during Hurricane Matthew and not functioning at the 

time of inspection. (West side of the Pivot Pier Shown) 
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