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1 Introduction 

This Geotechnical Subsurface Data Report (GSDR) provides a characterization of the 

subsurface conditions to the South Carolina Department of Transportation (SCDOT) for 

the proposed S-11-106 Bridge Replacement over Suck Creek, in Cherokee County, South 

Carolina. The proposed bridge intends to replace the existing bridge over branch of Suck 

Creek on existing alignment.  

This Geotechnical Subsurface Data Report was prepared in general accordance with the 

2022 SCDOT Geotechnical Design Manual (GDM) and PCDM-11 Supplemental Design 

Criteria for Low Volume Bridge Replacement Projects. Geotechnical data including 

standard penetration testing (SPT), bulk samples, rock cores, and a variety of laboratory 

tests are presented herein to provide geological features and site conditions for the design 

of the proposed bridge. Geotechnical recommendations are not included in this report.   

1.1 Project Description 

The project site is located northwest of Cowpens, approximately four miles south of the 

South Carolina/North Carolina State Line. It is bound to the west by Piedmont Road and 

to the east by Battleground Road. It is placed within an area experiencing a low volume of 

traffic. A Site Vicinity Map is included in Appendix A.  

The existing bridge over branch of Suck Creek is approximately 35 feet in length and 25 

feet wide and will be removed and replaced with a new bridge along the existing alignment. 

The proposed single span replacement bridge will be approximately 60 feet in length and 

will accommodate two 11-foot lanes with 6-foot shoulders. Construction is anticipated to 

be completed with a temporary detour of traffic. 

2 Investigative Procedures 

The geotechnical subsurface exploration at the project site was performed by F&ME 

Consultants in May 2022. The subsurface investigation consisted of standard penetration 

test (SPT) borings, rock core samples, and bulk sample soil collection.  

A test location plan showing all testing locations is included in Appendix A. The boring logs 

and rock core photos from the subsurface investigation are included in Appendix B.  

2.1 Drilling and Sampling 

A total of two (2) SPT borings were performed during the subsurface investigation, B-3 

and B-4. Auger refusal was encountered in both borings at depths of 25.8 feet and 17.1 

feet, respectively. Advancement of the bridge borings B-3 and B-4 below auger refusal 

was accomplished with NQ rock coring techniques. These were terminated at depths of 

40.8 feet and 32.1 feet.  

The boring logs from the subsurface investigations are included in Appendix B. The 

borings were advanced by a CME 45B using rotary wash and driven casing drilling 
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techniques. Soil sampling and penetration testing was performed in general accordance 

with ASTM D-1586 and ASTM D-1587. SPT’s were typically conducted continuously in the 

top 10 feet of each boring followed by 5-foot intervals thereafter until auger refusal was 

encountered. SPT’s were carried out utilizing a standard 1.4-inch I.D., 2-inch O.D, split 

barrel, or split-spoon sampler. Blow counts recorded at these intervals were produced from 

SPT hammer with energy ratio of 81.4%. The hammer energy ratio is identified on each 

boring log. SPT hammer energy measurements on the CME 45B drill rig were performed 

with a pile driving analyzer (PDA) and the SPT Hammer Energy Calibration Report is 

included in Appendix D. 

One (1) bulk sample was obtained at boring BS-2 collectively from 5 feet below the existing 

ground surface from auger cuttings. The collected rock core samples were evaluated in 

the field and the percentage of core recovery (REC) and Rock Quality Designation (RQD) 

were recorded. 

Recovered SPT, bulk sample, and rock cores were sent to the F&ME laboratory for testing.  

2.2 Groundwater Conditions 

Groundwater levels were recorded at the time of completion of soil drilling and/or rock 

coring at the boring locations at depths of 8.4 feet and 8.1 feet, respectively. These depths 

correspond to elevations of 841.1 feet and 841.5 feet. 

Stabilized groundwater levels recorded approximately 24 hours after completion of 

investigation operations indicated groundwater depths of 8.3 feet and 8.1 feet. These 

depths correspond to elevations of 841.2 feet and 841.5 feet. 

These reported groundwater levels are interpreted to be dependent upon seasonal 

fluctuations, individual event intensity and/or level of the Suck Creek. 

2.3 Field Testing Summary 

The field testing locations and other pertinent information are summarized in Table 2-1 

below, and are also plotted on the test location plan included in Appendix A.  

 

Table 2-1. Field Soil Testing Summary 

Test 
Hole No. 

Stationa 
Offset 

(ft) 
Latitude Longitude 

Top of 
Boring 

Elevation (ft) 

Test 
Type 

Total 
Depth 

(ft) 

B-3 31+80 4 RT 35.12295 -81.83403 849.5 SPT/RC 40.8 

B-4 32+27 3 RT 35.12292 -81.83388 849.6 SPT/RC 32.1 

BS-2 31+85 4 RT 35.12295 -81.83405 849.3 BULK 5.0 

a Stations based on latest S-11-106 alignment. 
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3 Laboratory Test Program 

Laboratory testing was performed by F&ME Consultants on representative samples 

collected from the geotechnical borings to obtain index and engineering properties.  

Geotechnical index property testing included natural moisture content, Atterberg limits, 

#200 wash, and sieve analysis. Engineering property tests included consolidated 

undrained (CU) triaxial compression, unconfined compression of rock, Standard Proctor, 

and corrosion series testing.  

Laboratory testing was performed in general accordance with ASTM or AASHTO test 

procedures. Representative samples were classified in accordance with the AASHTO and 

Unified Soil Classification System (USCS). Table 3-1 summarizes the testing types and 

quantity of each test performed. For detailed laboratory information, refer to Appendix C. 

Table 3-1. Laboratory Testing Summary 

Test Type Quantity 

Natural Moisture Content 6 

Atterberg Limits 4 

Grain Size Analysis with Hydrometer 2 

Grain Size Analysis with #200 Wash 4 

CU Triaxial 1 

Unconfined Compression of Rock 3 

Standard Proctor  1 

Corrosion Series 1 

 

3.1 Soil and Rock Properties 

Split spoon soil samples from the preliminary geotechnical subsurface site exploration for 

this bridge site were grouped and classified into AASHTO and USCS soil classifications. 

According to the AASHTO Soil Classification System, the classifications of these samples 

ranged from A-2-4 to A-6. According to the Unified Soil Classification System, the 

classifications of these samples ranged from silty sand with gravel (SM) to clayey sand 

(SC). Tested samples yielded liquid limits ranging from 24 to 29 and plasticity indices 

ranging from 10 to 15.  

Corrosion series test were performed on select split spoon samples. Standard proctor 

testing and remolded CU triaxial tests were performed on the collected bulk sample. 

Finally, three (3) unconfined compression tests were performed on recovered rock 

samples with unconfined strength results ranging from 10,490 psi to 26,420 psi. Results 

of laboratory testing are included in Appendix C. 
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4 Limitations to Report 

This report has been prepared for the exclusive use of the South Carolina Department of 

Transportation or their agent, for specific application to the proposed S-11-106 Bridge over 

Suck Creek in Cherokee County, South Carolina in accordance with generally accepted 

soil and foundation engineering practices. No other warranty expressed or implied is made. 

The subsurface investigation logs included herein, do not reflect variations in subsurface 

conditions which could exist intermediate of the boring locations or in unexplored areas of 

the site. Should such variations become apparent during construction, it will be necessary 

to perform additional subsurface exploration based upon on-site observations of the 

conditions. 
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Appendix A. Site Vicinity Map, Test Location Plan 
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Appendix B. Boring Logs; Rock Core Photos 
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Appendix B. Subsurface Investigation 
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Rock Core Photos 
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Coarse to medium grained, slight and thin
foliations, slightly weathered, stong to very
strong rock, hard. Very close joint spacing,
tight to open, irregular joint surfaces, rough
to slightly rough, no filling.
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Appearence of blue/green secondary
mineralization at end of run, partial pyrite
infilling in joints, few garnets (10-15mm) on
core surface.
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Rock Core Photos 
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Appendix C. Laboratory Testing 
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B-3 NQ-1 25.8 63 7 33

B-3 NQ-2 30.8 100 35 13470 0.18 2740 166 41 53

B-3 NQ-3 35.8 97 18 53
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Laboratory Testing Procedures 

  

 

Grain Size Distribution  

Wash #200 Testing has been conducted following ASTM D1140 Standard Test Methods for Determining 

the Amount of Material Finer that 75-µm (No. 200) Sieve in Soils by Washing. Full grain size analysis 

was conducted on select samples following ASTM D6913 Standard Test Method for Sieve Analysis of 

Fine and Coarse Aggregates.  

  

 

Hydrometer  

Hydrometer grain size analysis for soils was conducted following ASTM D7928 Standard Test Method 

for Particle Size Analysis of Soils.  

  

 

Atterberg Limits  

Atterberg limits testing have been conducted following ASTM D4318 Standard Test Method for Liquid 

Limit, Plastic Limit, and Plasticity Index of Soils.  

  

 

Moisture Content  

Moisture content testing has been conducted following ASTM D2216 Standard Test Method for 

Laboratory Determination of Water (Moisture) Content of Soil and Rock.  

  

 

Standard Proctor  

Standard Proctor testing has been conducted following ASTM D698 Standard Test Methods for 

Laboratory Compaction Characteristics of Soil Using Standard Effort (12,400 ft-lbf/ft 3 (600kN-m/m3)).  

  

 

Consolidated-Undrained Triaxial Test 

CU testing allows the soil specimen to be consolidated under a confining pressure prior to shear and has 

been conducted following ASTM D4767 Standard Test Method for Consolidated-Undrained Triaxial 

Compression Test for Cohesive Soils. The soil specimens in this case were bulk samples that were 

remolded and compacted to 95% of the Standard Proctor.  

 

 

 

 



Corrosion Series   

Corrosion series testing has been conducted including pH, chloride content, sulfate content, and 

resistivity. PH testing was conducted AASHTO T289 Standard Method of Test for Determining pH of 

Soil for Use is Corrosion Testing. Chloride content testing was conducted following AASHTO T291 

Standard Method of Test for Determining Water-Soluble Chloride Ion Content in Soil.  Sulfate content 

testing was conducted following AASHTO T290 Standard Method of Test for Determining Water-

Soluble Sulfate Content in Soil.   Resistivity testing was conducted following AASHTO T288 Standard 

Method of Test for Determining Minimum Laboratory Soil Resistivity.   
 

 

Compressive Strength of Rock Cores   

Compressive strength of rock cores has been conducted following ASTM D7012 Standard Test for 

Compressive Strength and Elastic Moduli of Intact Rock Core Specimens under Varying States of Stress 

and Temperatures. 
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Appendix C. Laboratory Testing 

Split Spoon Samples 
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PROJECT: P041149

5/9/2022

TESTED BY: 5/9/2022

WEIGHED BY: 5/10/2022

B-3 B-3

SS-3 SS-7

6.4 - 8.4 18.5 - 20.0

17.3 15.9

F&ME CONSULTANTS, INC.

MOISTURE CONTENT DETERMINATION
(AASHTO T265)

S-11-106 RBO Branch of Suck Creek SCDOT PROJECT ID:

SAMPLE NUMBER: 22-1398 DATE SAMPLE RECEIVED:     

DESCRIPTION OF SOIL: VARIOUS

C. Meyers DATE SETUP:

T. Peterson DATE OF WEIGHING:

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

This report shall not be reproduced, except in full, without the written
approval of F&ME Consultants, Inc. 

3112 Devine St., Columbia, SC 29205



0

10

20

30

40

50

60

0 20 40 60 80 100

B-4

B-4

ML

CL

MH

CH

44

37

   

   

CL-ML

P
L
A
S
T
I
C
I
T
Y

I
N
D
E
X

LIQUID LIMIT

Fines Classification

29

26

14

11

LL PL PI

15

15

ATTERBERG LIMITS' RESULTS

4.6

10.6

BOREHOLE DEPTH

Clayey SAND (SC/A-6)

Clayey SAND (SC/A-6)

PROJECT NAME S-11-106 RBO Branch of Suck CreekPROJECT ID P041149

PROJECT COUNTY Cherokee, SC

A
T

T
E

R
B

E
R

G
 L

IM
IT

S
  G

66
55

.0
02

 -
 S

-1
06

 R
B

O
 S

U
C

K
 C

R
E

E
K

.G
P

J 
 S

C
D

O
T

 D
A

T
A

 T
E

M
P

LA
T

E
_0

1_
3

0_
20

1
5.

G
D

T
  5

/2
7

/2
2



0

5

10

15

20

25

30

35

40

45

50

55

60

65

70

75

80

85

90

95

100

0.0010.010.1110100

finemedium

4.6

10.6

15.0

%Sand %Silt %Clay

0.048

0.097

11.0

8.9

5.1

44.8

53.8

70.7

18.6

BOREHOLE DEPTH

BOREHOLE DEPTH

3 100

   

   

   

B-4

B-4

B-4

24 16 30

   

   

   

1 2006 10 50

PI Cc

14

11

29

26

CuLL PL

15

15

GRAIN SIZE DISTRIBUTION

COBBLES
GRAVEL

44.2

24.2

19

25

19

SAND

GRAIN SIZE IN MILLIMETERS

coarse fine

Classification

D100 D60 D30 D10 %Gravel

0.167

0.239

0.317

18.7

B-4

B-4

B-4

coarse
SILT OR CLAY

1/2
HYDROMETERU.S. SIEVE OPENING IN INCHES U.S. SIEVE NUMBERS

1403 4 20 406 601.5 8 143/4 3/8

4.6

10.6

15.0

P
E

R
C

E
N

T
 F

IN
E

R
 B

Y
 W

E
IG

H
T

Clayey SAND (SC/A-6)

Clayey SAND (SC/A-6)

Silty SAND (SM/A-2-4)

PROJECT NAME S-11-106 RBO Branch of Suck CreekPROJECT ID P041149

PROJECT COUNTY Cherokee, SC

G
R

A
IN

 S
IZ

E
  G

66
55

.0
02

 -
 S

-1
06

 R
B

O
 S

U
C

K
 C

R
E

E
K

.G
P

J 
 S

C
D

O
T

 D
A

T
A

 T
E

M
P

LA
T

E
_0

1_
3

0_
20

1
5.

G
D

T
  5

/2
7

/2
2



PROJECT: P041149

5/9/2022

TESTED BY: 5/9/2022

WEIGHED BY: 5/10/2022

B-4 B-4 B-4

SS-2 SS-4 SS-6

2.6 - 4.6 6.6 - 10.6 13.5 - 15.0

22.4 27.2 24.6

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

DESCRIPTION OF SOIL: VARIOUS

C. Meyers DATE SETUP:

T. Peterson DATE OF WEIGHING:

F&ME CONSULTANTS, INC.

MOISTURE CONTENT DETERMINATION
(AASHTO T265)

S-11-106 RBO Branch of Suck Creek SCDOT PROJECT ID:

SAMPLE NUMBER: 22-1399 DATE SAMPLE RECEIVED:     

This report shall not be reproduced, except in full, without the written
approval of F&ME Consultants, Inc. 

3112 Devine St., Columbia, SC 29205



Client:
Project Name:
Project Location:
GTX #:

F&ME Consultants
S-106 RBO Branch of Suck Creek
Cherokee County, South Carolina
315484

Test Date: 5/18/2022
Tested By: mgh
Checked By: jm

Boring ID Sample ID Depth, ft pH

B-4 --- 6.6-10.6 6.1

Notes:

pH by AASHTO T 289

Description

Clayey SAND (SC/A-6)



Client:

Project:

Location:

GTX#:

F&ME Consultants

S-106 RBO Branch of Suck Creek

Cherokee County, South Carolina

315484

Test Date: 05/23/22

Tested By: mgh

Checked By: jm

Boring ID Sample ID Depth, ft.
Minimum

Soil Resistivity,
ohm-cm

B-4 --- 6.6-10.6 16,310

Notes: Test Equipment: Nilsson Model 400 Soil Resistance Meter, MC Miller Soil Box

Test conducted in standard laboratory atmosphere: 68-73 F

Minimum Laboratory Soil Resistivity
by AASHTO T 288

Sample Description

Clayey SAND (SC/A-6)
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GEOTESTING EXPRESS INCORPORATED 
2358 PERIMETER PARK DRIVE  
SUITE 320 
ATLANTA  GA    30341-1315 
USA 

 Analysis No. 

Report Date 

Date Sampled 

Date Received 

Where Sampled 

Sampled By 

 TS-A2210295 

18 May 2022 

16 May 2022 

17 May 2022 

Atlanta, GA  USA 

Client    

 
This is to attest that we have examined: Soil: Project: S-106 Bridge Replacement over Suck Creek; Site Location: 
Cherokee County, SC; Job Number: GTX-315484 
 
When examined to the applicable requirements of: 
 

AASHTO T-291-18  “Standard Method of Test for Determining Water-Soluble Chloride Ion 
Content in Soil” Method B 

 
AASHTO T 290-20 “Standard Method of Test for Determining Water-Soluble Sulfate Ion 

Content in Soil” 
 
Results:  
 
AASHTO T 291 - Chloride Method B    

  Sample Results Detection Limit ppm (mg/kg) %1 
B-4 

< 10. < 0.0010 10. 
- – - 6.6 – 10.6’ 

NOTE: 1Percent by weight after drying and prepared as per the Standard.  
 

AASHTO T 290 – Sulfates (Soluble) 

  Sample Results Detection Limit ppm (mg/kg) %1 
B-4 

28. 0.0028 10. 
- – - 6.6 – 10.6’ 

NOTE: 1Percent by weight after drying and prepared as per the Standard.  
END OF ANALYSIS 

USEPA Laboratory ID UT00930 

 
© 2022 by Testing Engineers International, Inc.  CAVEAT: This certificate may not be reproduced except in full, without the expressed written consent of 
TEi-Testing Services, LLC.  Note: The values in this certificate are the values obtained under standard test conditions as reported in the appropriate 
Report of Test and thus may be used for purposes of demonstrating compliance or for comparison with other units tested under the same standard.  The 
results do not indicate the function of the sample(s) under nonstandard or field conditions.  Statement of Risk: Client understands and agrees that 
declarations of conformity are made by directly comparing the measurement results against the test limits given in the standard without consideration to 
factors that may contribute to measurement uncertainty and accepts the shared risk that arises from this approach.  This certificate gives the 
characteristics of the sample(s) submitted for testing only.  It does not and may not be used to certify the characteristics of the product, nor to imply that 
the product in general meets the requirements of any standard, nor its acceptability in the marketplace.  TEi stylized lettering and logo are registered 
trademarks and use is by contract and/or written permission only.  TEi-Testing Services is a wholly owned LLC of Testing Engineers International, Inc. 

PO Box 572455 / Salt Lake City UT  84157-2455 / USA 
TEL +1 801 262 2448 ∙ FAX +1 801 262 9870 ∙ www.TEi-TS.com 
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Bulk Samples 
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PROJECT: P041149

5/9/2022

TESTED BY: 5/9/2022

WEIGHED BY: 5/10/2022

BS-2

--

0.0 - 5.0

19.4

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

SAMPLE DEPTH (FT.)

WATER CONTENT, W%

BORING NO.

SAMPLE NO.

DESCRIPTION OF SOIL: Sandy Lean CLAY (CL/A-6)

C. Meyers DATE SETUP:

T. Peterson DATE OF WEIGHING:

F&ME CONSULTANTS, INC.

MOISTURE CONTENT DETERMINATION
(AASHTO T265)

S-11-106 RBO Branch of Suck Creek SCDOT PROJECT ID:

SAMPLE NUMBER: 22-1400 DATE SAMPLE RECEIVED:     

This report shall not be reproduced, except in full, without the written
approval of F&ME Consultants, Inc. 

3112 Devine St., Columbia, SC 29205
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TEST RESULTS

Test Method

SANDY LEAN CLAY (CL/A-6)
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Consolidated Undrained by AASHTO T297

2022-05-25 13:51:23 V 3.0.19.306 1 2022-05-21 17:28:20 V 3.0.19.306

Boring Number: BS-2

Sample Number: 22-1400

Test Number: ABC

Description: Sandy Lean CLAY (CL/A-6)     LL=39, PL=14, PI=25, %200=54.5

Remarks: Max Dry Density=111.7 pcf, OMC=16.7%, Samples Molded at 95% of Max Dry Density

Location: S-106 RBO Branch of Suck Creek

Tester: WAP/RMC

Test Date: 5/21/2022

Preparation: Remolded

Project Number: G6655.002

Checker: WAP/ WJG

Depth: 0.0' - 5.0'

Elevation: 
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Symbol
Sample ID
Depth
Test Number

Height, in
Diameter, in
Moisture Content (from Cuttings), %

        Dry Density, pcf
Saturation (Wet Method), %
Void Ratio
Moisture Content, %

     Dry Density, pcf
Cross-Sectional Area (Method A), in²
Saturation, %
Void Ratio
Back Pressure, psi

Vertical Effective Consolidation Stress, psi
Horizontal Effective Consolidation Stress, psi
Vertical Strain after Consolidation, %
Volumetric Strain after Consolidation, %
Time to 50% Consolidation, min
Shear Strength, psi
Strain at Failure, %
Strain Rate, %/min
Deviator Stress at Failure, psi
Effective Minor Principal Stress at Failure, psi
Effective Major Principal Stress at Failure, psi
B-Value

In
iti

al
F

in
al

22-1400
0.0' - 5.0'

A
6.000
2.800
16.4
106.
76.5

0.573
19.8
109.

6.037
100.0
0.530
79.99
4.948
4.999

0.4278
1.669

0.7000
2.566
4.28

0.0005000
5.132
1.273
6.405
0.95

22-1400
0.0 - 5.0

B
6.000
2.800
16.0
107.
75.6

0.567
18.2
112.

5.933
100.0
0.487
91.99
9.937
10.01
1.093
3.927

0.6000
3.434
5.26

0.0005000
6.869
1.916
8.785
0.95

22-1400
0.0' - 5.0'

C
6.000
2.800
16.0
107.
75.6

0.567
17.6
114.

5.874
100.0
0.473
74.00
14.93
15.00
1.148
5.032

0.6000
4.995
7.08

0.0005000
9.991
2.859
12.85
0.96

Notes:
- Before Shear Saturation set to 100% for phase calculation.
- Moisture Content determined by ASTM D2216.
- Atterberg Limits determined by ASTM D4318.
- Deviator Stress includes membrane correction.
- Values for c and φ determined from best-fit straight line for the specific test conditions.
 Actual strength parameters may vary and should be determined by an engineer for site
conditions.

Project Name: CLRB Replacements 2022 - Pkg 14 



Consolidated Undrained by AASHTO T297

2022-05-25 13:51:23 V 3.0.19.306 2 2022-05-21 17:28:20 V 3.0.19.306

Boring Number: BS-2

Sample Number: 22-1400

Test Number: ABC

Description: Sandy Lean CLAY (CL/A-6)     LL=39, PL=14, PI=25, %200=54.5

Remarks: Max Dry Density=111.7 pcf, OMC=16.7%, Samples Molded at 95% of Max Dry Density

Location: S-106 RBO Branch of Suck Creek

Tester: WAP/RMC

Test Date: 5/21/2022

Preparation: Remolded

Project Number: G6655.002

Checker: WAP/ WJG

Depth: 0.0' - 5.0'

Elevation: 

Sample No. Test No. Depth Tested By Test Date Checked By Check Date Test File

22-1400 A 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.A.dat

22-1400 B 0.0 - 5.0 WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.B.dat

22-1400 C 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.C.dat
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Consolidated Undrained by AASHTO T297

2022-05-25 13:51:23 V 3.0.19.306 3 2022-05-21 17:28:20 V 3.0.19.306

Boring Number: BS-2

Sample Number: 22-1400

Test Number: ABC

Description: Sandy Lean CLAY (CL/A-6)     LL=39, PL=14, PI=25, %200=54.5

Remarks: Max Dry Density=111.7 pcf, OMC=16.7%, Samples Molded at 95% of Max Dry Density

Location: S-106 RBO Branch of Suck Creek

Tester: WAP/RMC

Test Date: 5/21/2022

Preparation: Remolded

Project Number: G6655.002

Checker: WAP/ WJG

Depth: 0.0' - 5.0'

Elevation: 

Sample No. Test No. Depth Tested By Test Date Checked By Check Date Test File

22-1400 A 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.A.dat

22-1400 B 0.0 - 5.0 WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.B.dat

22-1400 C 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.C.dat
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Consolidated Undrained by AASHTO T297

2022-05-25 13:52:15 V 3.0.19.306 1 2022-05-21 17:28:20 V 3.0.19.306

Boring Number: BS-2

Sample Number: 22-1400

Test Number: ABC

Description: Sandy Lean CLAY (CL/A-6)     LL=39, PL=14, PI=25, %200=54.5

Remarks: Max Dry Density=111.7 pcf, OMC=16.7%, Samples Molded at 95% of Max Dry Density

Location: S-106 RBO Branch of Suck Creek

Tester: WAP/RMC

Test Date: 5/21/2022

Preparation: Remolded

Project Number: G6655.002

Checker: WAP/ WJG

Depth: 0.0' - 5.0'

Elevation: 
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Max. Obliquity
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φ = 11.3

tan φ = 0.20
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Symbol
Sample ID
Depth
Test Number

Height, in
Diameter, in
Moisture Content (from Cuttings), %

        Dry Density, pcf
Saturation (Wet Method), %
Void Ratio
Moisture Content, %

     Dry Density, pcf
Cross-Sectional Area (Method A), in²
Saturation, %
Void Ratio
Back Pressure, psi

Vertical Effective Consolidation Stress, psi
Horizontal Effective Consolidation Stress, psi
Vertical Strain after Consolidation, %
Volumetric Strain after Consolidation, %
Time to 50% Consolidation, min
Shear Strength, psi
Strain at Failure, %
Strain Rate, %/min
Deviator Stress at Failure, psi
Effective Minor Principal Stress at Failure, psi
Effective Major Principal Stress at Failure, psi
B-Value

In
iti

al
F

in
al

22-1400
0.0' - 5.0'

A
6.000
2.800
16.4
106.
76.5

0.573
19.8
109.

6.037
100.0
0.530
79.99
4.948
4.999

0.4278
1.669

0.7000
2.566
4.28

0.0005000
5.132
1.273
6.405
0.95

22-1400
0.0 - 5.0

B
6.000
2.800
16.0
107.
75.6

0.567
18.2
112.

5.933
100.0
0.487
91.99
9.937
10.01
1.093
3.927

0.6000
3.434
5.26

0.0005000
6.869
1.916
8.785
0.95

22-1400
0.0' - 5.0'

C
6.000
2.800
16.0
107.
75.6

0.567
17.6
114.

5.874
100.0
0.473
74.00
14.93
15.00
1.148
5.032

0.6000
4.995
7.08

0.0005000
9.991
2.859
12.85
0.96

Notes:
- Before Shear Saturation set to 100% for phase calculation.
- Moisture Content determined by ASTM D2216.
- Atterberg Limits determined by ASTM D4318.
- Deviator Stress includes membrane correction.
- Values for c and φ determined from best-fit straight line for the specific test conditions.
 Actual strength parameters may vary and should be determined by an engineer for site
conditions.

Project Name: CLRB Replacements 2022 - Pkg 14 



Consolidated Undrained by AASHTO T297

2022-05-25 13:52:15 V 3.0.19.306 2 2022-05-21 17:28:20 V 3.0.19.306

Boring Number: BS-2

Sample Number: 22-1400

Test Number: ABC

Description: Sandy Lean CLAY (CL/A-6)     LL=39, PL=14, PI=25, %200=54.5

Remarks: Max Dry Density=111.7 pcf, OMC=16.7%, Samples Molded at 95% of Max Dry Density

Location: S-106 RBO Branch of Suck Creek

Tester: WAP/RMC

Test Date: 5/21/2022

Preparation: Remolded

Project Number: G6655.002

Checker: WAP/ WJG

Depth: 0.0' - 5.0'

Elevation: 

Sample No. Test No. Depth Tested By Test Date Checked By Check Date Test File

22-1400 A 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.A.dat

22-1400 B 0.0 - 5.0 WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.B.dat

22-1400 C 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.C.dat
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Consolidated Undrained by AASHTO T297

2022-05-25 13:52:16 V 3.0.19.306 3 2022-05-21 17:28:20 V 3.0.19.306

Boring Number: BS-2

Sample Number: 22-1400

Test Number: ABC

Description: Sandy Lean CLAY (CL/A-6)     LL=39, PL=14, PI=25, %200=54.5

Remarks: Max Dry Density=111.7 pcf, OMC=16.7%, Samples Molded at 95% of Max Dry Density

Location: S-106 RBO Branch of Suck Creek

Tester: WAP/RMC

Test Date: 5/21/2022

Preparation: Remolded

Project Number: G6655.002

Checker: WAP/ WJG

Depth: 0.0' - 5.0'

Elevation: 

Sample No. Test No. Depth Tested By Test Date Checked By Check Date Test File

22-1400 A 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.A.dat

22-1400 B 0.0 - 5.0 WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.B.dat

22-1400 C 0.0' - 5.0' WAP/RMC 5/21/2022 WAP/ WJG 5/25/2022 BS-2.C.dat
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Appendix C. Laboratory Testing 

Rock Cores 



Project Date 5/25/2022
Project No. Sample Diameter (in.) 1.871 Tested By WAP
SCDOT ID Sample Length (in.) 3.828 Reviewed By WJG
Boring Unit Weight (pcf) 165.7 Core Size NQ
Sample No. L/D Ratio 2.05 Recovery 100%
Depth Load Rate (psi/sec) 20 RQD 35%
Description

Percent of Load Compressive Stress Poisson's

Failure Load Axial Radial (lbs) (psi) Ratio

10% ‐1407 149 3,709 1,349 0.11
20% ‐2426 321 7,410 2,695 0.13
30% ‐3252 502 11,172 4,064 0.15
40% ‐3982 700 14,809 5,386 0.18
50% ‐4660 919 18,531 6,740 0.20
60% ‐5282 1161 22,224 8,083 0.22
70% ‐5908 1471 25,931 9,431 0.25
80% ‐6554 1882 29,690 10,799 0.29
90% ‐7209 2205 33,472 12,174 0.31
100% ‐7473 3517 37,044 13,474

13,470 2.74E+06

0.18

Unconfined Compressive Strength (psi)

Sample Photos

Secant Modulus

x106 (psi)
1.92
2.22
2.50
2.71
2.89
3.06
3.19
3.30
3.38

Elastic range was taken as between 0.002 and 0.006 inches of axial strain.  This range was chosen to avoid 

any non‐linear behavior from the initial loading and the inflection point at the end of the elastic range.

Comments

Compressive Strength and Elastic Moduli of Intact Rock Core Specimens
ASTM D7012 ‐ Method D / SC‐T‐39

Strain (10‐6)

G6655.002
P0411149
B‐3
NQ‐2 / 22‐1398
32.4' ‐ 32.7'

Elastic Modulus (psi)

Poisson's Ratio in Elastic Range

White/Gray/Black Schist

Test Results

Test Data

S‐11‐106 RBO Branch of Suck Creek

 3112 Devine Street  Columbia, SC 29205

Geotechnical   ∙   Environmental   ∙   Materials Page 1 of 2



Project Date 5/25/2022
Project No. Sample Diameter (in.) 1.871 Tested By WAP
SCDOT ID Sample Length (in.) 3.828 Reviewed By WJG
Boring Unit Weight (pcf) 165.7 Core Size NQ
Sample No. L/D Ratio 2.05 Recovery 100%
Depth Load Rate (psi/sec) 20 RQD 35%
Description

NQ‐2 / 22‐1398
32.4' ‐ 32.7'
White/Gray/Black Schist

Compressive Strength and Elastic Moduli of Intact Rock Core Specimens
ASTM D7012 ‐ Method D / SC‐T‐39

G6655.002
P0411149
B‐3

S‐11‐106 RBO Branch of Suck Creek
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 3112 Devine Street  Columbia, SC 29205
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Project Date 5/25/2022
Project No. Sample Diameter (in.) 1.87 Tested By WAP
SCDOT ID Sample Length (in.) 3.741 Reviewed By WJG
Boring Unit Weight (pcf) 169.0 Core Size NQ
Sample No. L/D Ratio 2.00 Recovery 67%
Depth Load Rate (psi/sec) 20 RQD 60%
Description

Percent of Load Compressive Stress Poisson's

Failure Load Axial Radial (lbs) (psi) Ratio

10% ‐1633 33 2,882 1,049 0.02
20% ‐2952 113 5,707 2,078 0.04
30% ‐4069 219 8,667 3,156 0.05
40% ‐4974 335 11,511 4,191 0.07
50% ‐5843 477 14,491 5,276 0.08
60% ‐6610 632 17,292 6,296 0.10
70% ‐7378 834 20,131 7,330 0.11
80% ‐8187 1115 23,032 8,386 0.14
90% ‐9052 1576 25,975 9,458 0.17
100% ‐10132 3087 28,806 10,488

10,490 1.82E+06

0.09

Unconfined Compressive Strength (psi)

Sample Photos

Secant Modulus

x106 (psi)
1.28
1.41
1.55
1.69
1.81
1.90
1.99
2.05
2.09

Elastic range was taken as between 0.004 and 0.008 inches of axial strain.  This range was chosen to avoid 

any non‐linear behavior from the initial loading and the inflection point at the end of the elastic range.

Comments

Compressive Strength and Elastic Moduli of Intact Rock Core Specimens
ASTM D7012 ‐ Method D / SC‐T‐39

Strain (10‐6)

G6655.002
P0411149
B‐4
NQ‐2 / 22‐1399A
23.6' ‐ 23.9'

Elastic Modulus (psi)

Poisson's Ratio in Elastic Range

White/Gray/Black Biotite Micaceous Schist

Test Results

Test Data

S‐11‐106 RBO Branch of Suck Creek

 3112 Devine Street  Columbia, SC 29205
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Project Date 5/25/2022
Project No. Sample Diameter (in.) 1.87 Tested By WAP
SCDOT ID Sample Length (in.) 3.741 Reviewed By WJG
Boring Unit Weight (pcf) 169.0 Core Size NQ
Sample No. L/D Ratio 2.00 Recovery 67%
Depth Load Rate (psi/sec) 20 RQD 60%
Description

NQ‐2 / 22‐1399A
23.6' ‐ 23.9'
White/Gray/Black Biotite Micaceous Schist

Compressive Strength and Elastic Moduli of Intact Rock Core Specimens
ASTM D7012 ‐ Method D / SC‐T‐39

G6655.002
P0411149
B‐4

S‐11‐106 RBO Branch of Suck Creek

0

2000

4000

6000

8000

10000

12000

14000

0 0.002 0.004 0.006 0.008 0.01 0.012 0.014

C
o
m
p
re
ss
iv
e
 S
tr
e
ss
 (
p
si
)

Strain (in)

Axial Stress vs. Strain

0

2000

4000

6000

8000

10000

12000

‐0.012 ‐0.01 ‐0.008 ‐0.006 ‐0.004 ‐0.002 0 0.002 0.004

C
o
m
p
re
ss
iv
e
 S
tr
e
ss
 (
p
si
)

Strain (in)

Stress vs. Strain

Axial Strain Radial Strain

 3112 Devine Street  Columbia, SC 29205

Geotechnical   ∙   Environmental   ∙   Materials Page 2 of 2



Project Date 5/25/2022
Project No. Sample Diameter (in.) 1.871 Tested By WAP
SCDOT ID Sample Length (in.) 3.877 Reviewed By WJG
Boring Unit Weight (pcf) 169.0 Core Size NQ
Sample No. L/D Ratio 2.07 Recovery 100%
Depth Load Rate (psi/sec) 20 RQD 60%
Description

Percent of Load Compressive Stress Poisson's
Failure Load Axial Radial (lbs) (psi) Ratio

10% -1014 143 7,276 2,646 0.14
20% -1991 310 14,541 5,289 0.16
30% -2884 479 21,772 7,919 0.17
40% -3753 660 29,026 10,557 0.18
50% -4608 858 36,384 13,233 0.19
60% -5429 1075 43,593 15,856 0.20
70% -6251 1336 50,779 18,469 0.21
80% -7106 1675 58,116 21,138 0.24
90% -8005 2071 65,391 23,784 0.26

100% -8778 2520 72,626 26,415

26,420 5.74E+06
0.20

Elastic range was taken as between 0.002 and 0.008 inches of axial strain.  This range was chosen to avoid 
any non-linear behavior from the initial loading and the inflection point at the end of the elastic range.

Comments

Compressive Strength and Elastic Moduli of Intact Rock Core Specimens
ASTM D7012 - Method D / SC-T-39

Strain (10-6)

G6655.002
P0411149
B-4
NQ-3 / 22-1399B
29.1 - 29.4

Elastic Modulus (psi)
Poisson's Ratio in Elastic Range

White/Gray/Black Biotite Micaceous Schist

Test Results

Test Data

S-11-106 RBO Branch of Suck Creek

Unconfined Compressive Strength (psi)

Sample Photos

Secant Modulus
x106 (psi)

5.22
5.31
5.49
5.63
5.74
5.84
5.91
5.95
5.94

 3112 Devine Street  Columbia, SC 29205
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Project Date 5/25/2022
Project No. Sample Diameter (in.) 1.871 Tested By WAP
SCDOT ID Sample Length (in.) 3.877 Reviewed By WJG
Boring Unit Weight (pcf) 169.0 Core Size NQ
Sample No. L/D Ratio 2.07 Recovery 100%
Depth Load Rate (psi/sec) 20 RQD 60%
Description

NQ-3 / 22-1399B
29.1 - 29.4
White/Gray/Black Biotite Micaceous Schist

Compressive Strength and Elastic Moduli of Intact Rock Core Specimens
ASTM D7012 - Method D / SC-T-39
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Report of SPT Hammer Energy

Prepared for: 
Breccia Construction, LLC 
620-B Industrial Way 
Chester, South Carolina 29706 

March 23, 2022



2400 Crownpoint Executive Drive

Suite 800 

Charlotte, NC 28227 

(980) 339-8684

contact@carolinasgeotech.com 

www.carolinasgeotech.com 

March 23, 2022 

Mr. Jarod S. Ford 
Breccia Construction, LLC 
620-B Industrial Way 
Chester, South Carolina 29706 

SUBJECT: Report of SPT Hammer Energy
Breccia Construction, LLC CME 45B Trailer Rig (SN 303304) 
Chester, South Carolina 
CG2 Project No.: 240021095 

Dear Mr. Ford: 

Carolinas Geotechnical Group, PLLC (CG2) has completed the Standard Penetration Test (SPT) energy 

measurements on the automatic hammer mounted on a Breccia Construction, LLC (Breccia) CME 45B 

trailer-mounted drill rig with a serial number of 303304, see attached Drill Rig Photo Log. This service 

was performed by Mr. Robert E. Kral, PE on March 11, 2022. SPT energy testing was performed in 

general accordance with ASTM D4633 and the most recent revision of the North Carolina Department 

of Transportation (NCDOT), Geotechnical Engineering Unit’s requirements. The testing procedures, 

equipment used during testing, and detailed results are presented in this report. 

CG2 recommends Breccia submit this Report of SPT Hammer Energy to the NCDOT Geotechnical 

Engineering Unit for review and approval no later than April 8, 2022. 

DYNAMIC TESTING METHODOLOGY 

Testing was performed using a model SPT (Serial No. 4549 TB) Pile Driving AnalyzerTM (PDA) 

manufactured by Pile Dynamics, Inc. The PDA was used to record and interpret data from two 

piezoresistive accelerometers (Serial Nos. K11957 and K10959) bolted to a 2-foot long AWJ drill rod 

(SN 528AWJ) internally instrumented with two strain transducers. The instrumented AWJ drill rod has 

a cross-sectional area of 1.19 square inches, an outside diameter of approximately 1.75 inches, and 

an inside diameter of 1.25 inches at the gauge location. The accelerometers and strain gauges, which 

are mounted on opposing axis near the middle of the instrumented rod, monitor acceleration and 

strain for each hammer blow. The analyzer converts the data to velocities and forces and computes 

the maximum transferred hammer energies with the “EFV” method described in ASTM D4633. 

Preliminary results are recorded and displayed in real-time for each blow. Calibration sheets for the 

PDA, accelerometers, and the instrumented rod are included in the Appendix III. 



March 23, 2022 

Report of SPT Hammer Energy 

Chester, South Carolina 

CG2 Project No.: 240021095 

2 

TESTING AND OBSERVATIONS 

CG2 personnel was on site March 11, 2022 to observe and perform high-strain dynamic testing during 

SPT sampling on the CME 45B trailer-mounted drill rig operated by D. Harris of Breccia. The 

measurements were taken during drilling operations at 1817 Lowrys Highway in Chester, South 

Carolina (Chester County). The approximate coordinates (not professionally surveyed) for the test 

location are 34.770585, -81.245517. No Soil Test Boring Log was maintained. SPT energy 

measurements were recorded during three intervals at depths of approximately 28½, 33½, and 38½ 

feet below the existing ground surface. The information presented in the table below summarizes the 

equipment tested and tooling used during the SPT energy measurements. 

Table 1:  SPT Field Data 

Drill Rig Information

Manufacturer CME

Model 45B

Serial Number 303304

Operator D. Harris

Carrier Trailer

Hammer Information

Model / Type CME / Auto

Serial Number N/A

Anvil Height (inches) 11.5

Anvil Diameter (inches) 2.5

Drop Height (inches) 30

Ram Weight (pounds) 140

Ram Serial Number N/A

Drilling and Instrumented Rod Information

Drill Rod Type AWJ

OD (inches) 1.75

ID (inches) 1.25

Cross-Sectional Area (in2) 1.19

Typical Lengths (feet) 5

Instrumented Rod Type AWJ (SN 528)

OD (inches) 1.75

ID (inches) 1.25

Cross-Sectional Area (in2) 1.19

Total Instrumented Rod Length (feet) 2.00

Length Below Gages (feet) 0.70

Split-Spoon Length (feet) 2.85
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DYNAMIC TESTING RESULTS 

The total rod length from the instrumentation to the tip of the split-spoon sampler was determined by 

adding 3.6 feet to the required drill rod length at each sample depth. Based on the test data, the 

automatic hammer on the CME 45B Trailer-mounted drill rig operated at a rate of about 53.2 to 61.4 

blows per minute (BPM) during dynamic testing. The measured transferred hammer energy (EFV) 

ranged from 273.5 to 298.0 foot-pounds, which corresponds to Energy Transfer Ratio (ETR) values of 

78.2 to 85.1%, respectively. 

The SPT Energy Measurement Data Summary tables in the Appendix present the test data from every 

hammer blow at each sampling interval along with representative force and velocity traces for each 

test interval. The reported blow counts, obtained by the drill rig personnel, and a summary of the test 

data and average computed hammer energy and transfer ratio values are provided in Table 2. Plots 

and tables of the following are also included in the Appendix and present the test data with depth for 

each test interval:  

 Penetration vs. BLC 

 Penetration vs. FMX 

 Penetration vs. EFV 

 Penetration vs. CSX 

 Penetration vs. VMX 

 Penetration vs. ETR 

 Average ETR vs. Rod Length 

 ETR vs. Rod Length

Table 2:  Summary of Dynamic Testing Results 

Data 

Set 

ID 

Sample 

Depth 

(ft) 

Drill 

Rod 

Length 

(ft) 

Instrumentation 

to Sampler Tip 

Length 

(ft) 

Blows per 6” 

Increment / 

N-value 

Soil Sample 

Description 

(Piedmont 

Residual) 

Avg. 

BPM 

Avg. 

EFV 

(ft-lbs) 

Avg. 

ETR 

(%) 

1 28½ - 30 30 33.6 4-6-7 / 13 SA SILT 53.4 277.5 79.3 

2 33½ - 35 35 38.6 3-5-6 / 11 SA SILT 58.3 291.4 83.3 

3 38½ - 40 40 43.6 4-6-9 / 15 SA SILT 55.5 286.8 81.9 

Overall Average 55.6 285.0 81.4 

The average hammer rate, transferred energy, and transfer ratio were calculated for each depth 

interval. Per ASTM D4633, only the blows from the final foot of each sample interval (i.e., the blows 

that determine the N-value) were included when computing the average values shown in Table 2. The 

overall average transferred hammer energy for the automatic hammer on the CME 45B trailer-

mounted drill rig (for all the depth intervals tested) was 285.0 foot-pounds, with an average ETR of 

81.4%. 
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LIMITATIONS OF REPORT 

This report has been prepared in accordance with generally accepted geotechnical engineering 

practice for specific application to this project. The information contained in this report were based on 

the applicable standards of our profession in this geographic area at the time this report was prepared. 

No other warranty, express or implied, is made. 

CLOSING 

CG2 is pleased to have the opportunity to provide these services to you. If you have questions 

concerning the content of this report, or if CG2 can be of further service, please contact CG2 at (980) 

339-8684. 

Sincerely,  
Carolinas Geotechnical Group, PLLC 

D. Matthew Brewer, PE  Robert E. Kral, PE 
Senior Project Engineer  Senior Project Engineer 

NC Registration No. 042642 

Appendices: 
• Appendix I - CME 45B Trailer Rig (SN 303304) SPT Energy Measurements Summary 

Plots and Tables 
• Appendix II - SPT Hammer Energy Field Form (Field Log) and Drill Rig Photo Log 
• Appendix III - Instrumented Rod and Accelerometer Calibration Sheets 
• Appendix IV - Certificate of Proficiency 
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Pile Dynamics, Inc. Page 1 of 4
SPT Analyzer Results PDA-S Ver. 2021.34 - Printed: 3/23/2022

CME 45B (SN 303304) B-1
REK Interval start: 3/11/2022
B-1
AR: 1.19 in^2 SP: 0.492 k/ft3
LE: 33.60 ft EM: 30000 ksi
WS: 16807.9 ft/s

Depth: (28.50 - 30.00 ft], displaying BN: 15
F@33.60 ft (50.0 kips)
V@33.60 ft (23.5 ft/s)

TS: 14
TB: 8.36

A3,4
F1,2

F1 : [528AWJ1] 205.26 PDICAL (1) FF1 A3 (PR): [K11957] 407.045 mv/6.4v/5000g (1) VF1
F2 : [528AWJ2] 205.86 PDICAL (1) FF1 A4 (PR): [K10959] 417.27 mv/6.4v/5000g (1) VF1

BPM: Blows/Minute CSX: Compression Stress Maximum
FMX: Maximum Force DFN: Final Displacement
VMX: Maximum Velocity EFV: Maximum Energy
DMX: Maximum Displacement ETR: Energy Transfer Ratio - Rated

LP BL# BC BPM FMX VMX DMX CSX DFN EFV ETR
ft /6" bpm kips ft/s in ksi in ft-lb %

28.63 1 4 1.9 23.8 15.1 2.0 20.0 1.5 258.9 74.0
28.75 2 4 52.7 25.1 15.4 1.6 21.1 1.5 269.5 77.0
28.88 3 4 53.1 25.1 15.7 1.6 21.1 1.5 272.5 77.8
29.00 4 4 53.5 24.6 15.4 1.5 20.7 1.5 269.5 77.0
29.08 5 6 53.4 25.0 15.6 1.2 21.0 1.0 273.5 78.2
29.17 6 6 53.3 24.8 15.7 1.1 20.8 1.0 274.5 78.4
29.25 7 6 53.4 24.6 15.7 1.1 20.7 1.0 277.2 79.2
29.33 8 6 53.3 24.7 16.0 1.1 20.8 1.0 274.8 78.5
29.42 9 6 53.4 24.6 16.0 1.1 20.6 1.0 275.4 78.7
29.50 10 6 53.7 24.3 15.9 1.1 20.4 1.0 276.7 79.1
29.57 11 7 53.3 24.6 16.3 1.0 20.7 0.9 281.6 80.4
29.64 12 7 53.3 24.1 16.2 1.1 20.2 0.9 279.6 79.9
29.71 13 7 53.5 23.8 16.1 1.1 20.0 0.9 280.2 80.0
29.79 14 7 53.7 23.7 16.5 1.0 19.9 0.9 278.2 79.5
29.86 15 7 53.2 23.6 16.3 1.0 19.8 0.9 277.1 79.2
29.93 16 7 53.4 23.3 15.7 0.9 19.6 0.9 278.7 79.6
30.00 17 7 53.5 23.2 17.1 0.9 19.5 0.9 280.6 80.2

Average 53.4 24.2 16.1 1.1 20.3 0.9 277.5 79.3
Std Dev 0.1 0.6 0.4 0.1 0.5 0.1 2.4 0.7

Maximum 53.7 25.0 17.1 1.2 21.0 1.0 281.6 80.4
Minimum 53.2 23.2 15.6 0.9 19.5 0.9 273.5 78.2

N-value: 13

Sample Interval Time: 17.92 seconds.
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CME 45B (SN 303304) B-1
REK Interval start: 3/11/2022
B-1
AR: 1.19 in^2 SP: 0.492 k/ft3
LE: 38.60 ft EM: 30000 ksi
WS: 16807.9 ft/s

Depth: (33.50 - 35.00 ft], displaying BN: 12
F@38.60 ft (50.0 kips)
V@38.60 ft (23.5 ft/s)

TS: 14
TB: 8.36

A3,4
F1,2

F1 : [528AWJ1] 205.26 PDICAL (1) FF1 A3 (PR): [K11957] 407.045 mv/6.4v/5000g (1) VF1
F2 : [528AWJ2] 205.86 PDICAL (1) FF1 A4 (PR): [K10959] 417.27 mv/6.4v/5000g (1) VF1

LP BL# BC BPM FMX VMX DMX CSX DFN EFV ETR
ft /6" bpm kips ft/s in ksi in ft-lb %

33.67 1 3 1.9 27.2 16.3 2.3 22.8 2.0 290.7 83.0
33.83 2 3 60.1 27.7 17.1 2.0 23.2 2.0 300.3 85.8
34.00 3 3 60.9 27.7 17.1 2.0 23.3 2.0 302.3 86.4
34.10 4 5 61.4 27.6 16.8 1.3 23.2 1.2 293.7 83.9
34.20 5 5 58.8 27.3 16.7 1.3 22.9 1.2 286.9 82.0
34.30 6 5 57.9 27.1 16.9 1.2 22.8 1.2 288.5 82.4
34.40 7 5 57.7 27.5 17.0 1.2 23.2 1.2 288.2 82.3
34.50 8 5 57.9 26.7 16.8 1.2 22.5 1.2 292.5 83.6
34.58 9 6 57.8 26.6 17.0 1.1 22.4 1.0 290.0 82.9
34.67 10 6 58.1 26.9 17.0 1.0 22.6 1.0 287.6 82.2
34.75 11 6 58.1 26.6 17.1 1.0 22.4 1.0 288.5 82.4
34.83 12 6 57.8 26.9 17.3 1.0 22.6 1.0 298.0 85.1
34.92 13 6 58.1 26.5 17.2 1.0 22.3 1.0 295.9 84.6
35.00 14 6 58.2 26.2 17.0 1.0 22.0 1.0 295.4 84.4

Average 58.3 26.9 17.0 1.1 22.6 1.1 291.4 83.3
Std Dev 1.0 0.4 0.2 0.1 0.4 0.1 3.7 1.1

Maximum 61.4 27.6 17.3 1.3 23.2 1.2 298.0 85.1
Minimum 57.7 26.2 16.7 1.0 22.0 1.0 286.9 82.0

N-value: 11

Sample Interval Time: 13.30 seconds.
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CME 45B (SN 303304) B-1
REK Interval start: 3/11/2022
B-1
AR: 1.19 in^2 SP: 0.492 k/ft3
LE: 43.60 ft EM: 30000 ksi
WS: 16807.9 ft/s

Depth: (38.50 - 40.00 ft], displaying BN: 17
F@43.60 ft (50.0 kips)
V@43.60 ft (23.5 ft/s)

TS: 14
TB: 8.36

A3,4
F1,2

F1 : [528AWJ1] 205.26 PDICAL (1) FF1 A3 (PR): [K11957] 407.045 mv/6.4v/5000g (1) VF1
F2 : [528AWJ2] 205.86 PDICAL (1) FF1 A4 (PR): [K10959] 417.27 mv/6.4v/5000g (1) VF1

LP BL# BC BPM FMX VMX DMX CSX DFN EFV ETR
ft /6" bpm kips ft/s in ksi in ft-lb %

38.63 1 4 1.9 26.6 16.9 2.2 22.3 1.5 303.5 86.7
38.75 2 4 59.6 25.2 16.8 1.8 21.2 1.5 301.7 86.2
38.88 3 4 59.9 25.2 16.3 1.5 21.2 1.5 295.2 84.3
39.00 4 4 56.8 24.6 16.3 1.5 20.7 1.5 291.6 83.3
39.08 5 6 55.7 24.9 16.0 1.2 20.9 1.0 290.3 82.9
39.17 6 6 55.5 24.9 16.0 1.2 21.0 1.0 290.4 83.0
39.25 7 6 56.0 24.7 16.2 1.2 20.8 1.0 288.0 82.3
39.33 8 6 55.4 25.2 16.2 1.1 21.2 1.0 287.7 82.2
39.42 9 6 55.7 25.1 15.8 1.0 21.1 1.0 283.1 80.9
39.50 10 6 55.3 24.9 15.8 1.0 21.0 1.0 288.5 82.4
39.56 11 9 55.5 24.5 16.0 0.8 20.6 0.7 286.8 82.0
39.61 12 9 55.7 24.6 16.0 0.8 20.7 0.7 284.4 81.3
39.67 13 9 55.4 24.4 16.2 0.8 20.5 0.7 289.2 82.6
39.72 14 9 55.4 24.4 15.9 0.8 20.5 0.7 283.6 81.0
39.78 15 9 55.3 24.7 15.9 0.8 20.7 0.7 287.0 82.0
39.83 16 9 55.5 24.0 15.6 0.8 20.2 0.7 284.1 81.2
39.89 17 9 55.6 24.8 16.0 0.7 20.8 0.7 283.9 81.1
39.94 18 9 55.6 24.4 15.7 0.7 20.5 0.7 284.9 81.4
40.00 19 9 55.4 24.2 16.2 0.8 20.3 0.7 289.6 82.7

Average 55.5 24.7 16.0 0.9 20.7 0.8 286.8 81.9
Std Dev 0.2 0.3 0.2 0.2 0.3 0.2 2.5 0.7

Maximum 56.0 25.2 16.2 1.2 21.2 1.0 290.4 83.0
Minimum 55.3 24.0 15.6 0.7 20.2 0.7 283.1 80.9

N-value: 15

Sample Interval Time: 19.28 seconds.
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Summary of SPT Test Results

Project: CME 45B (SN 303304), Test Date: 3/11/2022
BPM: Blows/Minute CSX: Compression Stress Maximum
FMX: Maximum Force DFN: Final Displacement
VMX: Maximum Velocity EFV: Maximum Energy
DMX: Maximum Displacement ETR: Energy Transfer Ratio - Rated

Instr. Start Final Blows N N60 Average Average Average Average Average Average Average Average
Length Depth Depth Applied Value Value BPM FMX VMX DMX CSX DFN EFV ETR

ft ft ft /6" bpm kips ft/s in ksi in ft-lb %

33.60 28.50 30.00 4-6-7 13 17 53.4 24.2 16.1 1.1 20.3 0.9 277.5 79.3
38.60 33.50 35.00 3-5-6 11 14 58.3 26.9 17.0 1.1 22.6 1.1 291.4 83.3
43.60 38.50 40.00 4-6-9 15 20 55.5 24.7 16.0 0.9 20.7 0.8 286.8 81.9

Overall Average Values: 55.6 25.1 16.3 1.0 21.1 0.9 285.0 81.4

Standard Deviation: 2.0 1.2 0.5 0.2 1.0 0.2 6.3 1.8

Overall Maximum Value: 61.4 27.6 17.3 1.3 23.2 1.2 298.0 85.1

Overall Minimum Value: 53.2 23.2 15.6 0.7 19.5 0.7 273.5 78.2
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SPT Hammer Energy ETR Plots

30.0

35.0

40.0

45.0

70 75 80 85 90 95 100

R
o

d
 L

e
n

gt
h

 (
ft

)

ETR (percent)

ETR versus Rod Length
CME 45B Trailer (SN 303304)

28.5 TO 30.0

33.5 TO 35.0

38.5 TO 40.0

30.0

35.0

40.0

45.0

70 75 80 85 90 95 100

R
o

d
 L

e
n

gt
h

 (
ft

)

ETR (percent)

Average ETR versus Rod Length ± 1 Standard Deviation
CME 45B Trailer (SN 303304)

28.5 TO 30.0

33.5 TO 35.0

38.5 TO 40.0



APPENDIX II



Project: Date:

Project No.: Weather:

Boring No.: Drill Rod Type:

Drilling Company: (A + E)  Impact Surface 

Rig Operator: to Gages Length: ft

Engr/Geologist: (B)  Instr. Rod Length

Client Rep.:  below Gages: ft

Analyzer Oper.: (A) + (B)  Instr. Rod Length: ft

(D)  Spoon Length: ft

(E)  Rod Length Above

Instr. Rod (if applicable): ft

Instr. Rod S/N:

Drill Rig Make/Model: Instr. Rod Outside Dia.: in.

Carrier Type: Instr. Rod Area: in2

Rig Serial No.: PDA Make/Model:

Hammer Type/Model: PDA Serial No.:

Hammer Serial No.: Calib. Pulse Test (y/n):

Hammer Drop System:

Lubrication Condition:

Manufacturer Recommended

Operation Rate (bpm):

Drop Height (in.): A3

Hammer Weight (lbs): A4

Anvil Dimension (in.): F3

Drilling Method: F4

Prepared By (print/signature) Date

3/11/2022

NOTE: (1) Note any unusual hammer operating conditions that affect the hammer performance, or changes in operating conditions (e.g. veritcality, weather, or 

lubrication between trials). (2) Note any changes in rod diameter along drill string and record locations of short rod sections.

Notes:

TESTING PERFORMED AT 1817 LOWRYS HIGHWAY IN CHESTER, SOUTH CAROLINA (CHESTER COUNTY). THE APPROXIMATE COORDINATES ARE 34.770585, -

81.245517.

Y SA SI

38.6

43.640 56 4 6 9 15

Y SA SI

35 SA SI57 3 5 6 11 Y

53 4 6 7 13

11-Mar

28.5 TO 30.0

33.5 TO 35.0

38.5 TO 40.0

0830/0830

0837/0837

0842/0843

30 33.6

11.5

3/11/2022

50's CLOUDY

AWJ

SPT HAMMER ENERGY

240021095

B-1

0.06

1.75

Gage

Gage Info

Strain

303304 (DR-1)

CME

N/A

AUTO

PER MANUFACTURER

Accel.

Serial No.

K11957

2.25 HSA 205.86

K10959

On-site Personnel

Date of Test

6" 12" 18" N-Value

SPT Blow Counts

Avg. Meas. 

Hammer 

Rate 

(BPM)

Drop Height 

in Tolerance

(y/n)

(LE) Length below 

Gages

(ft)

(B) + (C) + (D)

Test Depth 

Increment

(ft to ft)

Test Time Start / 

Stop

(military)

Soil Class.Length of 

Drill String

(ft)

(C)

11-Mar

11-Mar

N/A

R. KRAL

Rig/Hammer Info 528AWJ

Calibration No.

1.19

SPT

4549 TB

Y

CME 45B

2.85

TRAILER

55

528AWJ-1

528AWJ-2

407.00

417.30

205.26

SPT Hammer Energy Field Form

Rod Info

1.36

0.70

2.00

BRECCIA CONSTRUCTION, LLC

D. HARRIS

N/A

30

140



Drill Rig Photo Log 

 

  

  

Figure No. 1: Rear View of Drill Rig Figure No. 2: Side View of Drill Rig 

Figure No. 3: Serial Number Plate Figure No. 4: Automatic Hammer 
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